
 

CREPEX® 

 
anticorrosive, waterborne coating 

stopping the formation of rust on the basis of a chemical reaction that takes place under        
the paint film to form an anticorrosive pigment firmly embedded in the substrate 

50 years of development  Long service life 

   Use 
Suitable for the prevention of the formation and spread of corrosion of all types of both new and corroded metal materials, 
including patinating Atmofix/Cor-Ten steels.  

•  

      ● 

   Application of the coating and its yield 

•     It can be applied by paintbrush, roller, compressor or high-pressure spraying („airless“), etc. 
•     Depending on the method of application, one litre of coating will cover an area of 8-12m². 
•     The required coating thickness is 10-40 µm, which is 10 times less than other commonly used paints. 

   Lifetime of the coating 
CREPEX provides corrosion protection for 15 years or more and provides increased adhesion of all topcoats,                                             
including powder coatings. Field tested and the structure has been corrosion free for 30 years. 

• coatings. Field tested and the structure has been corrosion free for 30 years. 

      ● 

   Flexibility 
Bending or stretching of the treated surface does not impair the corrosion protection provided                                                                                        
by the CREPEX coating system. 

      ● 

   Drying time before applying of topcoat 
At higher summer outdoor temperatures or with the use of a conventional dryer in paint shops, this drying time                                           
can be reduced to 20-40 minutes (tested on high-voltage transfer racks and containers). 

      ● 

   Resistance to mechanical damage 
      ● The excess of active ingredients in the coating prevents the formation and spread of corrosion beneath the surface                              

of the covering paints from the point of damage. 
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  Certification and security 

The results of tests carried out by research institutes have confirmed the high resistance of the coating system                                         
in the corrosion aggressive C3 and C4 environment for a period of 15 years and more. 
 
In accordance with EU regulations, CREPEX does not fall into the category of potentially hazardous                                                    
substances, which does not trigger the obligation to issue a safety data sheet for the coating.  
 
According to the European Agreement concerning the carriage by road (ADR),                                                                                                                         
CREPEX does not have to be transported as dangerous goods. 
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